Informaény list vyrobku podra Delegované nariadenie (EU) 392/2012

Meno/N4azov dodavatefla alebo jeho ochranna znamka Candy
Identifikadny kéd modelu CSOE C9DG-S
Jmenovita kapacita (kg) 1 9

Typ bubnové susi¢ky (ventilaéni, kondenzaéni, plynova) Condensing
TFida energetické uéinnosti - (2010/30/EU) 2 B
Celkova ro¢ni spotfeba energie (kWh/rok) (AE_C) 3 617

Automaticka bubnova susic¢ka

Spotreba energie elektricky fén, plny tvazok - NEW (2010/30 5,2
(Sz%c;taeba energie elektricka susicka, Ciastotné zatazenie - NEW 2,8
Primérny pfikon ve vypnutém stavu (P_o) (W) 0,4
Primeérny piikon v pohotovostnim rezimu (P_o) (W) 0,75
Cas trvania reZimu ponechania v zapnutom stave (min) 5
Vazena doba trvani standardniho programu pro bavinu (min.) 127
Trvani standardniho programu pro bavinu pfi piné napini (min.) 168
Trvani standardniho programu pro bavinu pfi &asteéné naplni (min.) 96
Water recovery class C
TFida ac€innosti kondenzace 4 71
Primérna Gcginnost kondenzace u standardniho programu pro 71
bavinu pfi 8aste&né naplni (%)

zﬁ}’:)iené udinnost kondenzace u standardniho programu pro bavinu 71
Hladina akustického vykonu (dB(A) re 1 pW) 5 68
Vestavny / volné stojici spotiebic Free-standing

1) based on 160 drying cycles of the standard cotton programme at full and partial load, and the
consumption of the low-power modes. Actual energy consumption per cycle will depend on how
the appliance is used

\n

2) The 'standard cotton programme' used at full and partial load is the standard drying programme
to

which the information in the label and the fiche relates. This programme is suitable for drying
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normal wet
cotton laundry and it is the most efficient programme in terms of energy consumption for cotton.



